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(57) ABSTRACT

Methods, systems, and apparatus, including computer pro-
grams encoded on a computer storage medium, for modifying
searchresults. In one aspect, a method includes receiving data
that specify a set of responsive resources for a search request
that was submitted by a user device. A determination is made
that a resource request for a particular resource from the set of
responsive resources will cause the user device to be redi-
rected to a different resource than the particular resource. In
response to the determination a reference to the different
resource is inserted into a search result for the particular
resource. The search result for the particular resource is pro-
vided to the user device, where the search result includes the
reference to the different resource.
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REDUCING REDIRECTS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims the benefit under 35 U.S.C. §119
(e) of U.S. Patent Application No. 61/567,758, entitled
“REDUCING REDIRECTS,” filed Dec. 7, 2011, which is
incorporated herein by reference in its entirety.

BACKGROUND

This specification relates to data processing and informa-
tion retrieval.

The Internet provides access to a wide variety of resources
such as images, video or audio files, and web pages for par-
ticular subjects, book articles, or news articles. A search sys-
tem can identify resources that are responsive to a search
query and provide search results that reference the identified
resources. Users can view the search results on a display
device and request presentation of the resources through
interaction with the search results. For example, in response
to user interaction with a search result, the resource that is
referenced by the search result can be presented in the display
in which the search result was presented.

SUMMARY

In general, one innovative aspect of the subject matter
described in this specification can be embodied in methods
that include the actions of receiving data that specify a set of
responsive resources for a search request that was submitted
by auser device; determining, by a data processing apparatus,
that aresource request for a particular resource from the set of
responsive resources will cause the user device to be redi-
rected to a different resource than the particular resource; in
response to the determination, inserting, by a data processing
apparatus, a reference to the different resource into a search
result for the particular resource, the reference being config-
ured to initiate a resource request for the different resource in
response to user interaction with the search result, the
resource request being initiated independent of a resource
request for the particular resource; and providing the search
result for the particular resource to the user device, the search
result including the reference to the different resource. Other
embodiments of this aspect include corresponding systems,
apparatus, and computer programs, configured to perform the
actions of the methods, encoded on computer storage devices.

These and other embodiments can each optionally include
one or more of the following features. Determining that a
request for the particular resource will cause the user device
to be redirected to a different resource can include determin-
ing that the user device is a mobile device; and determining
that a resource request for the particular resource from a
mobile device will cause the mobile device to be redirected.

Determining that a resource request for the particular
resource from a mobile device will cause the mobile device to
be redirected can include receiving redirect data specifying
one or more resources that have been identified as a redirect
resource, a redirect resource being a resource that will cause
at least one user device to request a different resource in
response to a resource request for the redirect resource; deter-
mining that an identifier for the particular resource is included
in the redirect data; and determining that the redirect data for
the particular resource indicate that the particular resource
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causes mobile devices to be redirected to the different
resource in response to a request for the particular resource
from the mobile devices.

Methods can further include the action of determining that
the redirect data for the particular resource indicate that the
particular resource does not cause non-mobile devices to be
redirected to the different resource in response to a resource
request for the particular resource from the non-mobile
devices.

Methods can further include the actions of receiving data
that specify a search result for the particular resource, the
search result including a link to the particular resource; deter-
mining that the search result is being provided to a non-
mobile device; and providing the search result to the non-
mobile device, the search result including the link to the
particular resource.

Methods can further include the actions of receiving, by the
user device, the search result for the particular resource, the
search result including the reference to the different resource;
determining, by the user device, that a user interaction with
the search result occurred; and requesting, by the user device,
the different resource in response to the user interaction with
the search result.

Methods can further include the actions of determining that
language setting data received from the user device specifies
aparticular language for the user device. Determining that the
request for the particular resource will cause the user device
to be redirected to a different resource can include determin-
ing that the different resource is selected based, at least in
part, on receiving, from the user device, the language setting
data representing the particular language.

Methods can further include the actions of determining, by
a data processing apparatus, that the set of responsive
resources includes a brand-based redirect resource, the
brand-based redirect resource being a resource that causes a
particular brand of user device to be redirected to a brand-
specific resource that is different than the brand-based redi-
rect resource; determining that brand-based redirect data for
the brand-based redirect resource is not available for at least
one brand of user device; and providing a search result for the
brand-based redirect resource to the user device, the search
result for the brand-based redirect resource including a refer-
ence to the brand-based redirect resource.

Methods can further include the actions of determining, by
a data processing apparatus, that the set of responsive
resources includes a language-based redirect resource, the
language-based redirect resource being a resource that causes
a user device having particular language setting data to be
redirected to a language-specific resource that is different
than the language-based redirect resource; determining that
language-based redirect data for the language-based redirect
resource is not available for at least one language setting; and
providing a search result for the language-based redirect
resource to the user device, the search result for the language-
based redirect resource including a reference to the language-
based redirect resource.

Methods can further include the actions of determining, by
a data processing apparatus, that the set of responsive
resources includes a transient redirect resource, the transient
redirect resource being a resource that causes a user device to
be redirected to a transient resource that is different than the
transient redirect resource; and providing a search result for
the transient redirect resource to the user device, the search
result for the transient redirect resource not including a ref-
erence to the transient resource.

Particular embodiments of the subject matter described in
this specification can be implemented so as to realize one or
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more of the following advantages. Mobile search results (i.e.,
search results that are provided to a mobile computing device)
can link to a resource that has been identified as a mobile
resource rather than linking to a desktop resource (i.e., a
resource that has not been identified as a mobile resource).
Linking a mobile search result to a mobile resource can pre-
vent the mobile computing device from requesting the desk-
top resource prior to being redirected to the mobile resource.
Reducing the number of redirects between user selection of a
mobile search result and presentation of the mobile resource
can reduce the amount of time required to present the mobile
resource.

The details of one or more embodiments of the subject
matter described in this specification are set forth in the
accompanying drawings and the description below. Other
features, aspects, and advantages of the subject matter will
become apparent from the description, the drawings, and the
claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of an example environment in
which a search system provides search services.

FIG. 2A is a block diagram of an example data flow for
identifying redirect resources.

FIG. 2B is a block diagram of an example data flow for
reducing redirects.

FIG. 3 is a flow chart of an example process for reducing
redirects.

FIG. 4 is block diagram of an example computer system.

Like reference numbers and designations in the various
drawings indicate like elements.

DETAILED DESCRIPTION

Search results that are provided in response to a search
query specify resources that have been identified as respon-
sive to the search query (e.g., resources having at least a
threshold relevance score for the search query). Each of the
search results generally includes a link (e.g., an active hyper-
text link) to one of the resources that has been identified as
responsive to the search query, and user interaction with a
search result will initiate a request for the resource to which
the search result is linked. For example, a search result for an
electronics retailer may include a hypertext link that initiates
arequest for a home page of the retailer’s web site in response
to user interaction with the search result.

In some situations, a request for a particular resource may
cause the user device to be redirected to another resource (i.e.,
a resource different than the requested resource). For
example, some publishers create mobile resources that have
been formatted for viewing on a mobile device, such as a
mobile phone, and redirect a mobile device to the mobile
resource in response to a request from the mobile device for
the particular resource. A mobile resource is a resource that
has been determined to have been formatted for presentation
on mobile devices, and data identifying the resource as a
mobile resource can be stored with a reference to the resource
to identify it as such. A mobile resource can include a resource
to which mobile devices are redirected in response to a
request for another resource, when non-mobile devices (i.e.,
devices that have not been identified as mobile devices) are
not redirected following a request for the other resource.

When it is determined that a request for a particular
resources causes a mobile device to be redirected to another
resource, the search result for the particular resource can
include a link (or another reference) to the other resource to
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which the mobile device would otherwise be redirected. For
example, the link to the other resource can be inserted into the
search result so that the mobile device requests the other
resource, rather than the particular resource, in response to
user interaction with the search result.

FIG. 1 is a block diagram of an example environment 100
in which a search system 110 provides search services. The
example environment 100 includes a network 102, e.g., a
local area network (LLAN), wide area network (WAN), the
Internet, or a combination of them, connects web sites 104,
user devices 106, and the search system 110. The network 102
can be accessed over a wired and/or a wireless communica-
tions link. For example, mobile computing devices, such as
smartphones can utilize a cellular network to access the net-
work. The environment 100 may include millions of web sites
104 and user devices 106.

A web site 104 is one or more resources 105 associated
with a domain name and hosted by one or more servers. An
example web site is a collection of web pages formatted in
hypertext markup language (HTML) that can contain text,
images, multimedia content, and programming elements,
e.g., scripts. Each web site 104 is maintained by a publisher,
e.g., an entity that manages and/or owns the web site.

A resource 105 is data provided over the network 102 (e.g.,
by a web site 104) and that is associated with a resource
address. Resources 105 include HTML pages, word process-
ing documents, and portable document format (PDF) docu-
ments, images, video, and feed sources, to name just a few.
The resources 105 can include content, e.g., words, phrases,
images and sounds and may include embedded information
(e.g., meta information and hyperlinks) and/or embedded
instructions (e.g., scripts).

A user device 106 is an electronic device that is under
control of a user and is capable of requesting and receiving
resources 105 over the network 102. Example user devices
106 include personal computers, mobile computing devices
(e.g., smartphones and/or tablet computing devices) that can
send and receive data over the network 102. As used through-
out this document the term mobile computing device (“mo-
bile device”) refers to a user device that is configured to
communicate over a mobile communications network. A
smartphone (i.e., a phone that is enabled to communicate over
the Internet) is an example of a mobile device.

A user device 106 typically includes a user application,
e.g., a web browser, to facilitate the sending and receiving of
data over the network 102. Mobile devices may utilize a
“mobile browser” to send and receive data over the network
102. As used throughout this document, a mobile browser is a
browser that is identifiable as a browser that is installed on
mobile devices. A mobile browser can be identified as such,
for example, based on a version number or another identifier
indicating that the browser is a mobile version of a browser.
For example, a browser developer may create a mobile
browser specifically for use on mobile devices and assign that
mobile browser a version number with which the mobile
browser can be identified as such. As described in more detail
below, the version number of the browser and/or other infor-
mation about the browser may be included in a user-agent
header that is included in communications from the user
device.

To facilitate searching of resources 105, the search system
110 identifies the resources 105 by crawling and indexing the
resources 105 provided on web sites 104. Data about the
resources 105 can be indexed based on the resource to which
the data corresponds. The indexed and, optionally, cached
copies of the resources 105 are stored in a search index 112.
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The user devices 106 submit search queries 109 to the
search system 110. In response, the search system 110
accesses the search index 112 to identify resources 105 that
are relevant to (e.g., have at least a minimum specified rel-
evance score for) the search query 109. The search system 110
identifies the resources 105, generates search results 111 that
identify the resources 105, and returns the search results 111
to the user devices 106.

A search result 111 is data generated by the search system
110 that identifies a resource 105 that is responsive to a
particular search query, and can include a link to the resource
105. An example search result 111 can include a web page
title, a snippet of text or a portion of an image extracted from
the web page, and the URL of the web page.

The search results 111 (e.g., SR1, SR2, SR3) are presented
in a search results page 114 that is displayed at the user
device. User interaction a search result (e.g., SR1115) causes
the user device 106 to request a resource (e.g., Resource A
116) that is referenced by the search result. In some imple-
mentations, the user device 106 submits a hypertext transfer
protocol (“http”) request for a resource that is located at a
uniform resource locator (“URL”) specified by the search
result with which the user interaction occurred. For example,
user interaction with the search result SR1 115 can cause the
user device 106 request Resource A 116 that is referenced by
the search result SR1 115. In response to the request, data that
cause presentation of Resource A 116 may be received by the
user device 106 and used to present Resource A 116 at the user
device 106.

In response to some resource requests, a redirect instruc-
tion (e.g., data directing the user device to request data from
another network location) is returned to the user device
instead of (or in addition to) the data that cause presentation of
the resource. For example, when a request for Resource A 116
is received from a user device, a redirect instruction may be
provided to the user device 106 instructing the user device to
request presentation of Resource B 118. The redirect instruc-
tion can include a URL (or another network location) from
which the user device 106 is to request data.

Redirect instructions may be provided to user devices for a
variety of reasons. For example, a redirect instruction may be
provided to a user device 106 when data is unavailable from
the network location from which the user device 106
requested the data. Redirects may also be provided to a par-
ticular type of user device in an effort to direct that particular
type of user device to a resource that has been created for
viewing on the particular device.

For example, some publishers create multiple versions of a
particular web page (or another resource), where one version
of'the web page is formatted for viewing on a mobile device,
while another version of the web page is formatted for view-
ing on a non-mobile device (i.e., a device that has not been
identified as a mobile device). In this example, the version of
the web page that is formatted for viewing on a mobile device
may use fewer graphics or lower resolution graphics, less
multi-media content, and/or a different aspect ratio than the
version of the web page that is formatted for viewing on a
non-mobile device. As noted above, resources that have been
formatted for viewing on a mobile device are referred to as
mobile resources, while resources that have been formatted
for viewing on a non-mobile device are referred to as desktop
resources (e.g., a desktop web page) even though these
resources may be presented on any computing device.

When a publisher has created multiple versions of a web
page (or another resource), a mobile device that requests a
desktop web page may be automatically redirected to the
mobile web page that corresponds to the desktop web page.
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For example, assume that Resource A 116 is a desktop web
page to which the search result SR1 115 links, and that the
user device 106 is a mobile device that has requested
Resource A 116. In this example, the mobile device may be
automatically redirected to request Resource B 118 so that a
mobile resource, rather than a desktop resource, is presented
at the mobile device.

Some redirects are initiated based solely (or only in part) on
whether the user device from which a request for a resource
was received has been identified as a mobile device, or a
non-mobile device, and example techniques for determining
whether a user device is a mobile device or a desktop device
are described below. However, some redirects may be based
on data, such as a cookie, that is stored on the user device. For
example, if a search provider also offers other online services,
such as an online e-mail account, an online shopping cart, or
other online services (e.g., a social network, blog hosting, an
image sharing service, and/or a video sharing service), the
online search provider may place one or more cookies on a
user’s device to enhance the user’s experience (e.g., by stor-
ing user preferences or account information to facilitate user-
customized experiences).

A cookie is a data file that uniquely identifies a user device
(e.g., using a pseudo-random number or a data hash that
anonymously identifies the user device). A cookie that is
placed on a user device is generally only accessible by the
entity that placed the cookie on the user device. For example,
if a provider of search services (e.g., example.com) places a
cookie on a particular user device, the provider of the search
services (e.g., example.com servers) will generally be the
only entity that is able to access to the cookie.

Cookies can be used to identify users that have previously
visited a particular web site (i.e., assuming that the user has
agreed to have cookies stored on their device). For example,
users of web-based mail services may have a cookie stored on
their user device when they log-in to their e-mail account
(e.g., by entering a user name and password). For a specified
period of time following access to the e-mail account, the user
may be able to return to directly to their e-mail account
without again manually entering a user name and/or pass-
word.

For example, assume that after navigating away from the
web-based e-mail service (e.g., navigating to an online news-
paper or a search interface) the user device requests a log-in
page for the web-based e-mail service. In this example, upon
detection of the cookie that is stored on the user device (and a
determination that the specified period has not passed), the
user device may be redirected to a web page presenting the
user’s e-mail account without requiring the user to re-enter
their user name or password. Web-based e-mail services have
been used for purposes of example, but other online services
that utilize cookies, such as an online retailer, can also initiate
redirects in response to detecting the cookie.

Resources can also redirect user devices based on a brand
(e.g., a manufacturer) of the user device. For example, a
mobile phone application developer may create a web page
that user devices can request to purchase and/or download an
application that has been created by the developer. For pur-
poses of illustration, assume that the application developer
created a different version of the application for two or more
different brands of phones (e.g., Brand A and Brand B) that
each use different operating systems (or different versions of
the same operating system). In this example, the application
for each of the respective versions of the application may be
available from a different network location (e.g., a web page
for an application marketplace). Therefore, to redirect Brand
A user devices to another web page from which the version of
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the application that was created for Brand A user devices can
be purchased and/or downloaded (e.g., an application mar-
ketplace for Brand A phones). Similarly, the web page can be
configured to redirect Brand B user devices to a web page
from which the version of the application that was created for
Brand B user devices can be purchased (e.g., an application
marketplace for Brand B phones).

Each redirect that a user device is instructed to make results
in a request for a resource that is stored at a different network
location. For example, when a user device is redirected to a
particular resource in response to requesting another
resource, the user device will have made two resource
requests prior to receiving the data that cause presentation of
the particular resource. As the number of redirects that a user
device makes increases, the latency between the initial
resource request and presentation of a resource increases.
Therefore, the latency between a resource request and pre-
sentation of a resource can be reduced by reducing the num-
ber of redirects that a user device is required to make prior to
presentation of a resource.

The environment 100 includes a redirect reduction appa-
ratus 120 that reduces the number of redirects that are per-
formed by user devices. The redirect reduction apparatus 120
is a data processing apparatus that uses redirect data to deter-
mine whether a resource that is referenced by a search result
is a redirect resource (i.e., a particular resource that redirects
a user device that requests the particular resource to a differ-
ent resource). The redirect reduction apparatus 120 is repre-
sented as being an independent apparatus that communicates
with the search system 110 over the network 102, but in some
implementations, the redirect reduction apparatus 120 could
be implemented as part of the search system 120 or part of
another system.

When the redirect reduction apparatus 120 determines,
based at least in part on the redirect data, that a redirect
resource is referenced by (e.g., linked to) a particular search
result, the redirect reduction apparatus 120 can insert, into the
particular search result, a reference (e.g., a hypertext link) to
the different resource to which redirect resource redirects user
devices. Therefore, user interaction with the particular search
result will initiate a request for the different resource, rather
than a request for the redirect resource. Accordingly, the user
device can request the different resource without first request-
ing the redirect resource.

The redirect data can be obtained, for example, from a
redirect data store 122. The redirect data store 122 is a data
store that stores redirect data specifying a set of redirect
resources and, for each redirect resource in the set, different
resources to which the redirect resource redirects user
devices. For example, if user devices that request Resource A
116 are redirected to Resource B 118, the redirect data store
122 will include redirect data specifying the redirect from
Resource A 116 to Resource B 118.

In some implementations, the redirect data can specify
whether all, or only proper subsets, of user devices that
request a particular redirect resource are redirected in
response to therequest. For example, ifonly devices that have
been identified as mobile devices are redirected to Resource B
118 in response to a request for Resource A 116, the redirect
data for Resource A may specify that the redirect is condi-
tioned on the request for Resource A 116 being received from
a mobile device.

The redirect data can further specify whether the redirect is
conditioned on other factors, such as detection of a cookie on
the user device from which the resource was requested. For
example, if the redirect from Resource A 116 to Resource B
118 only occurs when a particular cookie is determined to be
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stored on the user device, the redirect data for Resource A can
specify that the redirect to Resource B 118 is conditioned on
the presence of the particular cookie (e.g., a cookie that was
previously placed on the user device by the publisher of
Resource A). The redirect data can also specify any other
redirect conditions that must be satisfied for a particular redi-
rect to occur.

In some implementations, the redirect data can also specify
whether language setting data from the user device is used by
a resource to conditionally redirect user devices. The lan-
guage setting data may be received from the user device with
a search request and/or a request for a resource. The language
setting data are data that indicate a language in which infor-
mation is presented at the user device. For example, a lan-
guage setting of “en” may indicate that information presented
on the user device is presented in English, while a language
setting of “de” may indicate that the information is presented
in German. Some publishers may create different versions of
a particular page, for example, to provide a region-specific
version of the page, or alanguage specific version of the page.
Therefore, when the publisher receives a request for a par-
ticular home page (e.g., example.com), the publisher may
redirect the user device to a language specific web page (e.g.,
example.com/german).

FIG. 2A is ablock diagram of an example data flow 200 for
identifying redirect resources. The data flow begins with the
redirect reduction apparatus 120 initiating Resource Request
A 202 that requests a resource from a publisher server 204.
Resource Request A can be, for example, an http request for
a resource located at the network location example.com/
pagel. Ifthe resource that is located at example.com/pagel is
a redirect resource, then publisher server 204 will respond to
Resource Request A 202 with redirect instructions 206 that
includes a network location 207 from which the redirect
reduction apparatus 120 is to request another resource. For
example, in response to receiving a request for the resource
located at example.com/pagel, the publisher server 204 may
provide the redirect instructions 206 that instruct the redirect
apparatus 120 to request data from example.com/page2,
rather than providing data that cause presentation of a
resource.

When the redirect reduction apparatus 120 receives the
redirect instructions 206, the redirect reduction apparatus 120
initiates another resource request. For example, the redirect
reduction apparatus 120 can initiate Resource Request B 208
that requests the resource located at example.com/page2. If
the resource located at example.com/page?2 is not a redirect
resource, the publisher server 204 may respond to the request
by providing resource data 210 that cause presentation of the
resource that is located at example.com/page2. However, if
the resource located at example.com/page? is another redirect
resource, the publisher server 204 will again provide redirect
instructions that redirect the redirect reduction apparatus 120
to another network location, and the request process can
iteratively continue until a resource is presented and/or a
timeout (e.g., a maximum number of redirects or a maximum
elapsed time following the initial resource request) occurs.

In response to receiving the resource data 210, the redirect
reduction apparatus 120 can confirm that the resource data
210 does not include redirect instructions, and therefore,
determine that the resource that was provided in response to
Resource Request B 208 is a standard resource (i.e., a
resource that does not redirect the user device in response to
the resource request) rather than a redirect resource. In turn,
the redirect reduction apparatus 120 can store redirect data
212 intheredirectindex 122. In this example, the redirect data
212 that are stored can indicate that a request for example-
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.com/pagel(e.g., “Page,”) will redirect a user device to
example.com/page2(e.g., “Page,”), as represented by the
notation “Page, :Page,” in FIG. 2A. The redirect data can also
specify other redirect resources (e.g., Page; and Page,) that
redirect user devices to other standard resources (e.g., Page,
and Page,, respectively). Note that if multiple redirects occur
between a first requested resource (e.g., Page, ) and presenta-
tion of a resource that is not a redirect resource, data indicat-
ing each intervening redirect resource (or a proper subset
thereof) can be stored in the redirect index. Alternatively, or
additionally, resource data 212 specifying only the initially
requested redirect resource and the standard resource that was
presented following the last redirect can be stored.

In some implementations, multiple redirect reduction
apparatus 120 are used to request the same resource. In these
implementations, each redirect reduction apparatus 120 can
emulate a different type of user device, such that different
redirect behaviors for different resources can be detected, and
aparticular resource can be identified as a redirect resource or
a standard resource on a per-device basis.

For example, one redirect reduction apparatus 120 can
emulate a smartphone, while another redirect reduction appa-
ratus can emulate a desktop device. In this example, the
redirect data 212 that are obtained using each of the redirect
reduction apparatus can be compared to determine whether a
resource conditions redirects based on the type of user device
that has requested the resource. For example, if a particular
resource redirects mobile devices, but does not redirect desk-
top devices, this conditional redirect behavior can be detected
using both a redirect reduction apparatus 120 that emulates a
desktop device and a redirection reduction apparatus 120 that
emulates a mobile device.

A redirect reduction apparatus 120 can emulate a particular
type of user device, for example, using a user-agent header (or
other device identification data) that specifies the type of
device from which a resource request was initiated and/or
other details about the device that initiated the resource
request. For example, as described in more detail with refer-
ence to FIG. 3, the agent-header can specify information that
enables a publisher server 204 to determine whether a user
device that requests a resource is a mobile device or a desktop
device, and/or a manufacturer of the device. Thus, depending
on the user-agent header (or other device identification data)
used by the redirect reduction apparatus, the redirect reduc-
tion apparatus 120 (or another data processing apparatus) that
requests a resource may be considered a mobile device or a
desktop device by a publisher server 204, such that the redi-
rect reduction apparatus 120 can obtain redirect data for dif-
ferent types of user devices. Redirect data for each type of
device can be stored in the redirect index to create a redirect
profile for each redirect resource.

In some implementations, the redirect reduction apparatus
120 is configured to emulate one particular brand (or model)
of mobile device, such that redirect data is collected for that
particular brand (or model). Similarly, the redirect reduction
apparatus 120 may be configured to present information is a
single language (e.g., English), such that the language setting
data for the redirect reduction apparatus 120 is static over
time. For example, instead of initiating multiple requests for
a particular resource using different user-agent headers, the
redirect reduction apparatus 120 may use the same user-agent
header for each resource request in order to reduce the pro-
cessing resources required to obtain redirect data for many
different resources.

When the redirect reduction apparatus 120 emulates only a
proper subset of all user device configurations, it is possible
that the redirect data for a particular redirect resource may not
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explicitly specify whether different types of user devices are
redirected to different resources, or whether redirects are
conditioned on language setting data for the user device. For
example, although the redirect data may specify that Brand A
user devices are redirected to another resource in response to
a request for the particular resource (e.g., assuming that the
redirect reduction apparatus 120 is configured to emulate a
Brand A user device), the redirect data may not specify
whether Brand B user devices are redirected (e.g., because the
reduction apparatus 120 may not have requested the particu-
lar resource while emulating a Brand B device). Similarly, the
redirect data may specify whether user devices using a par-
ticular language setting are redirected, while not specifying
whether user devices using other language settings are also
redirected.

In some implementations, the redirect reduction apparatus
120 can be configured to determine whether a search result for
a particular resource should continue to link to the particular
resource (e.g., rather than another resource) even though the
particular resource has been identified as a redirect resource.
In some implementations, the determination can be based, at
least in part, on the redirect data for the resource and an
analysis of a redirect chain for the particular resource. The
redirect chain specifies two or more resources that are
requested by a user device when a user device requests the
particular resource. For example, if a user device requests
Resource X and is then redirected to Resource Y, the redirect
chain in this example may include the URL for Resource X
and the URL for Resource Y (e.g., http//:example.com/
>http://example.com/BrandA_Store).

In some implementations, the redirect reduction apparatus
120 can determine that a search result for a particular redirect
resource will include a link to the particular redirect resource
when the redirect resource is determined to be a “brand-
based” redirect resource and only partial brand-based redirect
data are available. Continuing with the example above,
assume that the redirect reduction apparatus 120 that col-
lected the redirect data was configured to emulate only a
Brand A user device and not a Brand B device, and further
assume that the Resource’Y was a web page for an application
store from which users of Brand A user devices can download
applications that have been created for Brand A devices. In
this example, the redirect data for the particular resource will
specify that Brand A devices that request Resource X are
redirected to Resource Y, but will not specify whether (or to
what resource) Brand B devices are redirected, such that the
redirect reduction apparatus 120 can determine that only par-
tial brand-based redirect data are available.

In these implementations, when only partial brand-based
redirect data are available, the redirect reduction apparatus
120 can inspect the URLs and/or content of the redirect
resource and/or the different resource to which the redirect
resource redirects user devices to determine whether the dif-
ferent resource to which the user devices are redirected is
brand-specific resource. For example, if the URL of the dif-
ferent resource includes a reference to the particular brand,
e.g., Brand A, and the redirect reduction apparatus 120 was
emulating a Brand A device (i.e., a device of the same par-
ticular brand), then the different resource can be determined
to be a brand-specific resource. Similarly, if the content of the
redirect resource includes links to brand specific sites, e.g.,
links to sites that sell applications for Brand A phones, then
the redirect initiated by the redirect resource can be consid-
ered a brand-based redirect. In turn, the redirect reduction
apparatus 120 can determine that search results for the redi-
rect resource will continue to include a link to the redirect
resource (i.e., rather than being modified to include a link to
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the different resource) since the redirect was determined to be
a brand-based redirect and brand-based redirect data was not
available for at least one brand of user device, e.g., Brand B
user devices. Data representing the outcome of this determi-
nation (e.g., brand-based data) can be stored, for example, in
the redirect index 122.

The redirect reduction apparatus 120 can be configured to
make a similar determination with respect to language-based
redirect resources. In some implementations, the redirect
reduction apparatus 120 will not modify a search result for a
language-based redirect resource when the redirect is deter-
mined to be a language-based redirect and only partial lan-
guage-based redirect data are available (i.e., redirect data are
not available for at least one language setting). For example,
assume that the redirect reduction apparatus 120 uses static
language setting data, such that language-based redirect data
are only available for a single language. In this example, the
redirect data for a redirect resource will specify whether user
devices having the same language setting data as the redirect
reduction apparatus 120 will be redirected, but will not
specify whether other user devices having other language
setting data will also be redirected, or to where those other
user devices would be redirected. Therefore, in this example,
the redirect reduction apparatus 120 can determine that only
partial language-based redirect data are available.

In some implementations, the redirect reduction apparatus
120 can examine the URL and/or content language for the
redirect resources when only partial language-based redirect
data are available. For example, the redirect reduction appa-
ratus can examine the URL example.com/page3/en to which
the page example.com/page2 redirects and determine that the
URL includes the characters “en” which correspond to the
language setting data for the English language. Similarly, the
redirect reduction apparatus may examine the text of
example.com/page2 and the text of example.com/en to deter-
mine whether the language of each of the resources is differ-
ent. If the languages of two pages are determined to be dif-
ferent or the URL for the resource to which a user device is
redirected includes a reference to the language setting data for
the user device, the redirect reduction apparatus 120 can
consider the redirect a language-based redirect. In turn, the
redirect reduction apparatus 120 can determine that search
results for the redirect resource will continue to include alink
to the redirect resource (i.e., rather than being modified to
include a link to the different resource) since the redirect was
determined to be a language-based redirect and only partial
language-based redirect data were determined to be available.
Data specifying the outcome of this determination (e.g., lan-
guage-based data) can be stored, for example, in the redirect
index 122.

In some implementations, the redirect reduction apparatus
120 is configured to determine that a redirect chain for a
particular redirect resource includes a transient link, such that
the particular redirect resource is considered a transient redi-
rect resource. In these implementations, the redirect reduc-
tion apparatus 120 can prevent the transient resource from
being referenced by a search result for the transient redirect
resource and determine which resource should be referenced
by a search result for the transient redirect resource. For
example, assume that the particular redirect resource includes
the following redirect chain: http://example.com>http://ex-
ample.com/m>http://example.com/2011/1/1?1d=xxxyyyzzz.
In this example, the redirect reduction apparatus 120 may
determine that the URL http://example.com/2011/1/
1?id=xxxyyyzzz has a structure that is similar to URLs for
other known transient resources (e.g., resources that are relo-
cated or removed after a specified period), and therefore

10

15

20

25

30

35

40

45

50

55

60

65

12

determine that the search result for example.com should not
include a link to the transient resource. Therefore, the redirect
reduction apparatus 120 can either not modify the search
result for example.com or insert a link to the resource that is
located at example.com/m.

The redirect reduction apparatus 120 can also identify tran-
sient resources, for example, by comparing over time the
redirect chain for a particular redirect resource. For example,
assume that example.com was first determined to have the
following redirect chain: http://example.com 22 http://ex-
ample.com/m>http//example.com/2011/1/1?id=xxxyyyzzz,
and on a next request for example.com was determined to
have the following redirect chain: http://example.com>http://
example.com/m>http//example.com/2011/1/
5?%id=yyyxxxzzz. In this example, the last link in each
instance of the redirect chain (e.g., example.com/2011/1/
1?1d=xxxyyyzz7 and example.com//2011/1/
5?7id=yyyxxxzzz) can be determined to be transient
resources, such that the redirect reduction apparatus 120 may
not insert a link to these resources into a search result for
example.com. In some implementations, a redirect chain can
be required to have at least a minimum specified rate of
change in order to classify a resource in the chain as a tran-
sient resource. Data specifying the outcome of this determi-
nation (e.g., transient resource data) can be stored for
example, in the redirect index 122.

FIG. 2B is a block diagram of an example data flow 250 for
reducing redirects. The data flow 250 begins with a user
device 106 submitting a query 109 to a search system 110.
The query can also be provided to the redirect reduction
apparatus 120 either by the user device 106 or by the search
system 110. As described above with reference to FIG. 1, the
search system 110 identifies resources that are responsive to
the search query 110 (“responsive resources”) and generates
search results 111 that reference (e.g., link to) the responsive
resources. Each search result can include, for example, a
hypertext link that upon user interaction with the search result
causes the user device to initiate a request for the resource that
is at the network location specified in the hypertext link. For
example, search result SR1 in FIG. 2B can include a hypertext
link that includes the URL http://example.com/pagel, such
that user interaction with search result SR1 will cause the user
device 106 to request the resource from example.com/pagel.

The search system 110 provides data specifying one or
more of the search results 111 to the redirect reduction appa-
ratus 120. The redirect reduction apparatus 120 can compare
the resources that are referenced by (e.g., linked to) the search
results 111 to the list of redirect resources that are listed in the
redirect index 122 to determine if any resource referenced by
the search results is a redirect resource. For example, the
redirect reduction apparatus 120 can compare the network
location in the hypertext link of each search result (e.g.,
http://example.com/pagel ) to network locations of the redi-
rect resources listed in the redirect index 122. If one of the
search results 111 is determined reference a redirect resource,
the hypertext link for that search result can be replaced with a
hypertext link to the standard resource to which the redirect
resource redirects user devices. Thus, user interaction with
that search result will cause the user device to request the
standard resource without first requesting the redirect
resource.

For example, assume that SR1 includes a hypertext link to
example.com/pagel, and that the redirect reduction apparatus
120 determines that the resource that is located at example-
.com/pagel is listed as a redirect resource in the redirect index
122. Further assume that according to the redirect index 122
the redirect resource at example.com/pagel redirects user
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devices to a standard resource that is located at example.com/
page2. In this example, the redirect reduction apparatus 120
can insert a hypertext link to example.com/page2 into SR1
and/or remove or disable the hypertext link to example.com/
pagel that was initially included in SR1, thereby creating a
set of modified search results 222. In turn, the redirect reduc-
tion apparatus 120 can provide the set of modified search
results 222 to the user device for presentation in a search
results page 114.

When a user interacts with the modified version of SR1
115, the hypertext link to example.com/page2 will cause the
user device 106 to submit Resource Request B 208 to the
publisher server 204, and the publisher server 204 will
respond to the user device 106 with resource data 210 that
cause presentation of the resource that is located at example-
.com/page2. Thus, in this example, user interaction with SR1
115 will cause the user device 106 to request the resource
from example.com/page2 without first requesting the redirect
resource that is located at example.com/pagel, thereby
reducing the number of redirects that the user device will
make before presentation of the resource that is located at
example.com/page2.

Insome implementations, the visual appearance of a search
result for a redirect resource is not changed when the search
result becomes a modified search that links to a standard
resource. For example, after modification SR1 115 may still
visually indicate that SR1 is a search result for a resource that
is located at example.com/pagel, even though user interac-
tion with the search result will initiate a request for the
resource at example.com/page2. In some implementations, a
modified search result is visually altered such that the net-
work location from which the standard resource will be
requested in response to user interaction with the modified
search result matches the network location that is visually
referenced by the modified search result.

FIG. 3 is a flow chart of an example process 300 for reduc-
ing redirects. The process 300 can be implemented, for
example, by a data processing apparatus, such as the redirect
reduction apparatus 120 of FIG. 1. The process 300 can also
be implemented as instructions stored on computer storage
medium such that execution of the instructions by a data
processing apparatus cause the data processing apparatus to
perform the operations of the process 300.

A search request is received from a user device (302). In
some implementations, the search request includes a search
query (e.g., text and/or images) with which search results will
be selected. The search request can be received, for example,
from a mobile device, such as a “smartphone” that has Inter-
net connectivity, and be received over a cellular network or
another wireless network. The search request can be received,
for example, by a search system and/or another data process-
ing apparatus, such as the redirect apparatus 120 of FIG. 1.
Note that the redirect apparatus 120 can also receive data
specifying that the search request was received and/or data
from the search request without receiving the actual search
request. For example, the search system 110 of FIG. 1, or
another data processing apparatus may provide the data to the
redirect apparatus 120.

Device identification data for the user device are received
(304). Device identification data are data that specify a type of
device from which the search request was initiated and/or
submitted. For example, the device identification data can
include a user-agent header that specifies a manufacturer (or
brand) of the user device and/or a model of the user device.
The user-agent header may include, for example, data speci-
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fying that a particular search request was submitted by a user
device manufactured by Brand-X Phone Co, and that the
model number is BXP-100.

The device identification data may also include version
data specifying a hardware and/or software configuration of
the user device. For example, the user-agent header may
include data specifying a firmware version that is currently
installed on the user device and/or information about the
browser from which the search request was initiated. Addi-
tionally, the user-agent header may indicate a type of browser
from which the search request was submitted.

The device identification data can be used to determine
whether the user device from which the search request was
initiated is a mobile device, such as a smartphone, or whether
the user device is a laptop or desktop device. In some imple-
mentations, the brand and model information may be cross-
referenced with a list of brands and models of mobile devices.
For example, assume that model BXP-100 from Brand-X
Phone Co. is included on a list of smartphones. In this
example, search requests that are received from user devices
having device identification data specifying a manufacturer
of Brand-X and a model BXP-100 can be considered to have
been received from a mobile user device.

In some implementations, a type of user device that sub-
mitted the search request can be based on the type of browser
that was used to submit the search request. For example,
mobile devices may use mobile versions of browsers (e.g.,
rather than/or in addition to desktop versions of the browsers).
Therefore, search requests that are received from user devices
having agent-user headers that specify a mobile version of a
browser can be considered to have been received from a
mobile device, such as a smartphone or a non-mobile device,
such as a desktop computer.

Data that specify a set of responsive resources for the
search request are received (306). In some implementations,
the data that specify a set of responsive resources are data that
specify a set of search results for the resources. The data that
specify a set of search results can be received, for example,
from a search system that has generated the search results in
response to the search request. The data can specity, for each
search result, any of the information that is specified by the
search result including, for example, the resource that is ref-
erenced by the search result and/or the network location of the
resource.

A determination is made whether a request for one or more
of the responsive resources will cause the user device to be
redirected to a different resource (308). In some implemen-
tations, the determination can be made based on redirect data
that have been indexed and/or stored with reference to
resources from the set of resources. For example, as described
above, a network location for a particular responsive resource
can be compared to network locations for a set of known
redirect resources that are specified by redirect data. If the
network location (e.g., a URL) for the particular responsive
resource does not match a network location (e.g., a URL) for
one of the redirect resources, the particular responsive
resource can be considered to not be a redirect resource (i.e.,
be a standard resource). Thus, a request for the particular
responsive resource can be determined to not cause the user
device to be redirected to a different resource than that located
at the network location for the particular responsive resource.
If each of the responsive resources in the set is determined to
not be a redirect resource, search results for the set of respon-
sive resources are provided to the user device (312).

If the network location (e.g., a URL) for a particular
responsive resource matches a network location (e.g., a URL)
for one of the redirect resources (or is otherwise identified as
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being a redirect resource), the particular responsive resource
can be considered to be a redirect resource (i.e., that will
redirect the user device to a different resource). Thus, a
request for the particular responsive resource can be deter-
mined to cause the user device to be redirected to a different
resource other than the particular responsive resource.

If the particular resource is determined to be a redirect
resource based on a match between the network location of
the particular responsive resource and a redirect resource, a
reference to the different resource can be inserted into a
search result for the particular resource (310), as described in
more detail below. However, further determinations may be
made prior to inserting the reference to the different resource.

As described above, the determination that a particular
responsive resource is a redirect resource can be conditioned
on factors in addition to the particular responsive resource
having a URL that matches a URL specified in the redirect
data. For example, redirects by a particular responsive
resource may be conditioned on a type of device (e.g., mobile
device) that is requesting the resource, a manufacturer of the
device, whether the user device is storing a particular cookie
(or other data file), such as a cookie that was placed on the
user device by the entity that provides both the search system
and the particular responsive resource, and/or language set-
ting data that are received from the user device. Therefore, the
determination of whether a request for a particular responsive
resource will cause the user device to be redirected to a
different resource may be based, at least in part, on whether
characteristics of the user device match the conditions for
redirect, which are referred to as redirect conditions.

As described above, the redirect conditions for a particular
redirect resource can be stored, for example, in the redirect
data for the particular redirect resource. For example, the
redirect data for the particular responsive resource can
specify whether the particular responsive resource redirects
all user devices, only mobile devices, only non-mobile user
devices, or some combination of mobile and/or non-mobile
user devices (e.g., based on language setting data, manufac-
turer, or cookie status—i.e., whether the user device is storing
a particular cookie).

In some implementations, when the user device is deter-
mined to be a mobile user device (e.g., based on the device
identification data), a determination can be made whether the
particular responsive resource redirects mobile devices to the
different resource. The determination can be made, for
example, based on whether redirect data for the particular
responsive resource indicate that the particular responsive
resource redirects mobile devices to a different resource. If
mobile devices are determined to be redirected to the different
resource (assuming that any other redirect conditions are
satisfied), the reference to the different resource can be
inserted into the search result for the particular responsive
resource (312) independent of whether the particular respon-
sive resource redirects non-mobile devices. If mobile devices
are determine to not be redirected to a different resource by
the particular responsive resource, the search result for the
particular responsive resource can be provided without insert-
ing the reference to the different resource.

When the user device is determined to be a non-mobile user
device (i.e., a user device that has not been identified as a
mobile device), a determination can similarly be made
whether the particular responsive resource redirects non-mo-
bile user devices to the different resource. The determination
can be made, for example, based on whether redirect data for
the particular responsive resource indicate that the particular
responsive resource redirects non-mobile devices to a differ-
ent resource.
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If non-mobile devices are determined to be redirected to
the different resource (assuming that any other redirect con-
ditions are satisfied), the reference to the different resource
can be inserted into the search result for the particular respon-
sive resource (312) independent of whether the particular
responsive resource redirects mobile devices. If non-mobile
devices are determined to not be redirected to a different
resource by the particular responsive resource, the search
result for the particular responsive resource can be provided
to the non-mobile device without inserting the reference to
the different resource. Thus, a search result for the particular
responsive resource that is provided to a non-mobile device
may not have a reference to the different resource to which
mobile devices are redirected, even if the reference to the
different resource has been inserted into another search result
for the particular responsive resource that is provided to a
mobile device. Accordingly, the link that is included in dif-
ferent search results for the same resource can vary based on
the type of device to which the search result is being provided.

Similar techniques can be used to determine whether a
cookie-based redirect condition is satisfied for a particular
responsive resource. For example, a determination can be
made whether the user device is storing a cookie for the
particular responsive resource that is referenced by a search
result. As noted above, the cookie for the particular respon-
sive resource can be detected by a search system when the
entity that provides the search system is the same entity that
provides the particular responsive resource. For example, if
an entity that provides an online search system and an online
video sharing site places a cookie on the user device, that
entity can detect the cookie when a search request is received
from the user device.

If the user device is storing a cookie for the particular
responsive resource, the redirect data for the particular
responsive resource can be inspected to determine whether
the particular responsive resource redirects user devices that
are storing the cookie (assuming that any other redirect con-
ditions are also satisfied). If the particular responsive resource
is determined to not redirect user devices based on the cookie
being stored on the user device, the search result for the
particular responsive resource can be provided without insert-
ing a reference to a different resource. However, if the par-
ticular responsive resource is determined to redirect user
devices that are storing the cookie to a different resource, a
reference to the different resource is inserted into the search
result for the particular responsive resource.

In this example, the search results for the particular respon-
sive resource that are provided to user devices storing the
cookie will include a link to the different resource, while other
search results for the same particular responsive resource that
are provided to user devices not storing the cookie will not
include the link to the different resource. Accordingly, user
interaction with the search results for the particular respon-
sive resource that are provided to the user devices storing the
cookie will cause the user devices to request a different
resource than the resources that are requested through user
interaction with search results for the same particular respon-
sive resource that are provided to user devices that are not
storing the cookie.

In some implementations, a determination whether a redi-
rect by the particular responsive resource is conditioned on
receiving particular language setting data from the user
device. For example, a user device that provides language
setting data of “en” may be redirected to a web page that was
published in English, while a user device that provides lan-
guage setting data of “fr”” may be redirected to a web page that
was published in French. Thus, the redirect of a particular
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user device may be conditioned on the language setting data
that are provided by the user device with a request for the
resource and/or the search request.

Search results are provided to the user device (312). If at
least one of the responsive resources were identified as redi-
rect resources for the user device that submitted the search
request, the search results can include at least one modified
search result in which a reference (e.g., a hypertext link) to a
different resource (i.e., different than the redirect resource)
has been inserted, such that user interaction with a modified
search result will initiate a request for the different resource
without first requesting the redirect resource. If none of the
responsive resources were identified as redirect resources,
each of the search results can be provided to the user device
without inserting a new reference to a different resource.

FIG. 4 is block diagram of an example computer system
400 that can be used to perform operations described above.
The system 400 includes a processor 410, a memory 420, a
storage device 430, and an input/output device 440. Each of
the components 410, 420, 430, and 440 can be intercon-
nected, for example, using a system bus 450. The processor
410 is capable of processing instructions for execution within
the system 400. In one implementation, the processor 410 is
a single-threaded processor. In another implementation, the
processor 410 is a multi-threaded processor. The processor
410 is capable of processing instructions stored in the
memory 420 or on the storage device 430.

The memory 420 stores information within the system 400.
In one implementation, the memory 420 is a computer-read-
able medium. In one implementation, the memory 420 is a
volatile memory unit. In another implementation, the
memory 420 is a non-volatile memory unit.

The storage device 430 is capable of providing mass stor-
age for the system 400. In one implementation, the storage
device 430 is a computer-readable medium. In various differ-
ent implementations, the storage device 430 can include, for
example, a hard disk device, an optical disk device, a storage
device that is shared over a network by multiple computing
devices (e.g., a cloud storage device), or some other large
capacity storage device.

The input/output device 440 provides input/output opera-
tions for the system 400. In one implementation, the input/
output device 440 can include one or more of a network
interface devices, e.g., an Ethernet card, a serial communica-
tion device, e.g., and RS-232 port, and/or a wireless interface
device, e.g., and 802.11 card. In another implementation, the
input/output device can include driver devices configured to
receive input data and send output data to other input/output
devices, e.g., keyboard, printer and display devices 460.
Other implementations, however, can also be used, such as
mobile computing devices, mobile communication devices,
set-top box television client devices, etc.

Although an example processing system has been
described in FIG. 4, implementations of the subject matter
and the functional operations described in this specification
can be implemented in other types of digital electronic cir-
cuitry, or in computer software, firmware, or hardware,
including the structures disclosed in this specification and
their structural equivalents, or in combinations of one or more
of them.

Embodiments of the subject matter and the operations
described in this specification can be implemented in digital
electronic circuitry, or in computer software, firmware, or
hardware, including the structures disclosed in this specifica-
tion and their structural equivalents, or in combinations of one
or more of them. Embodiments of the subject matter
described in this specification can be implemented as one or
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more computer programs, i.., one or more modules of com-
puter program instructions, encoded on computer storage
medium for execution by, or to control the operation of, data
processing apparatus. Alternatively or in addition, the pro-
gram instructions can be encoded on an artificially-generated
propagated signal, e.g., a machine-generated electrical, opti-
cal, or electromagnetic signal, that is generated to encode
information for transmission to suitable receiver apparatus
for execution by a data processing apparatus. A computer
storage medium can be, or be included in, a computer-read-
able storage device, a computer-readable storage substrate, a
random or serial access memory array or device, or a combi-
nation of one or more of them. Moreover, while a computer
storage medium is not a propagated signal, a computer stor-
age medium can be a source or destination of computer pro-
gram instructions encoded in an artificially-generated propa-
gated signal. The computer storage medium can also be, or be
included in, one or more separate physical components or
media (e.g., multiple CDs, disks, or other storage devices).

The operations described in this specification can be imple-
mented as operations performed by a data processing appa-
ratus on data stored on one or more computer-readable stor-
age devices or received from other sources.

The term “data processing apparatus” encompasses all
kinds of apparatus, devices, and machines for processing
data, including by way of example a programmable proces-
sor, a computer, a system on a chip, or multiple ones, or
combinations, of the foregoing The apparatus can include
special purpose logic circuitry, e.g., an FPGA (field program-
mable gate array) or an ASIC (application-specific integrated
circuit). The apparatus can also include, in addition to hard-
ware, code that creates an execution environment for the
computer program in question, e.g., code that constitutes
processor firmware, a protocol stack, a database management
system, an operating system, a cross-platform runtime envi-
ronment, a virtual machine, or a combination of one or more
of them. The apparatus and execution environment can real-
ize various different computing model infrastructures, such
as web services, distributed computing and grid computing
infrastructures.

A computer program (also known as a program, software,
software application, script, or code) can be written in any
form of programming language, including compiled or inter-
preted languages, declarative or procedural languages, and it
can be deployed in any form, including as a stand-alone
program or as a module, component, subroutine, object, or
other unit suitable for use in a computing environment. A
computer program may, but need not, correspond to a filein a
file system. A program can be stored in a portion of a file that
holds other programs or data (e.g., one or more scripts stored
in a markup language document), in a single file dedicated to
the program in question, or in multiple coordinated files (e.g.,
files that store one or more modules, sub-programs, or por-
tions of code). A computer program can be deployed to be
executed on one computer or on multiple computers that are
located at one site or distributed across multiple sites and
interconnected by a communication network.

The processes and logic flows described in this specifica-
tion can be performed by one or more programmable proces-
sors executing one or more computer programs to perform
actions by operating on input data and generating output. The
processes and logic flows can also be performed by, and
apparatus can also be implemented as, special purpose logic
circuitry, e.g., an FPGA (field programmable gate array) or an
ASIC (application-specific integrated circuit).

Processors suitable for the execution of a computer pro-
gram include, by way of example, both general and special
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purpose microprocessors, and any one or more processors of
any kind of digital computer. Generally, a processor will
receive instructions and data from a read-only memory or a
random access memory or both. The essential elements of a
computer are a processor for performing actions in accor-
dance with instructions and one or more memory devices for
storing instructions and data. Generally, a computer will also
include, or be operatively coupled to receive data from or
transfer data to, or both, one or more mass storage devices for
storing data, e.g., magnetic, magneto-optical disks, or optical
disks. However, a computer need not have such devices.
Moreover, a computer can be embedded in another device,
e.g., a mobile telephone, a personal digital assistant (PDA), a
mobile audio or video player, a game console, a Global Posi-
tioning System (GPS) receiver, or a portable storage device
(e.g., auniversal serial bus (USB) flash drive), to name just a
few. Devices suitable for storing computer program instruc-
tions and data include all forms of non-volatile memory,
media and memory devices, including by way of example
semiconductor memory devices, e.g., EPROM, EEPROM,
and flash memory devices; magnetic disks, e.g., internal hard
disks or removable disks; magneto-optical disks; and CD-
ROM and DVD-ROM disks. The processor and the memory
can be supplemented by, or incorporated in, special purpose
logic circuitry.

To provide for interaction with a user, embodiments of the
subject matter described in this specification can be imple-
mented on a computer having a display device, e.g., a CRT
(cathode ray tube) or LCD (liquid crystal display) monitor,
for displaying information to the user and a keyboard and a
pointing device, e.g., amouse or a trackball, by which the user
can provide input to the computer. Other kinds of devices can
be used to provide for interaction with a user as well; for
example, feedback provided to the user can be any form of
sensory feedback, e.g., visual feedback, auditory feedback, or
tactile feedback; and input from the user can be received in
any form, including acoustic, speech, or tactile input. In addi-
tion, a computer can interact with a user by sending docu-
ments to and receiving documents from a device that is used
by the user; for example, by sending web pages to a web
browser on a user’s client device in response to requests
received from the web browser.

Embodiments of the subject matter described in this speci-
fication can be implemented in a computing system that
includes a back-end component, e.g., as a data server, or that
includes a middleware component, e.g., an application server,
or that includes a front-end component, e.g., a client com-
puter having a graphical user interface or a Web browser
through which a user can interact with an implementation of
the subject matter described in this specification, or any com-
bination of one or more such back-end, middleware, or front-
end components. The components of the system can be inter-
connected by any form or medium of digital data
communication, e.g., a communication network. Examples
of communication networks include a local area network
(“LAN”) and a wide area network (“WAN), an inter-network
(e.g., the Internet), and peer-to-peer networks (e.g., ad hoc
peer-to-peer networks).

The computing system can include clients and servers. A
client and server are generally remote from each other and
typically interact through a communication network. The
relationship of client and server arises by virtue of computer
programs running on the respective computers and having a
client-server relationship to each other. In some embodi-
ments, a server transmits data (e.g.,an HTML page) to a client
device (e.g., for purposes of displaying data to and receiving
user input from a user interacting with the client device). Data
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generated at the client device (e.g., a result of the user inter-
action) can be received from the client device at the server.

While this specification contains many specific implemen-
tation details, these should not be construed as limitations on
the scope of any inventions or of what may be claimed, but
rather as descriptions of features specific to particular
embodiments of particular inventions. Certain features that
are described in this specification in the context of separate
embodiments can also be implemented in combination in a
single embodiment. Conversely, various features that are
described in the context of a single embodiment can also be
implemented in multiple embodiments separately or in any
suitable subcombination. Moreover, although features may
bedescribed above as acting in certain combinations and even
initially claimed as such, one or more features from a claimed
combination can in some cases be excised from the combi-
nation, and the claimed combination may be directed to a
subcombination or variation of a subcombination.

Similarly, while operations are depicted in the drawings in
a particular order, this should not be understood as requiring
that such operations be performed in the particular order
shown or in sequential order, or that all illustrated operations
be performed, to achieve desirable results. In certain circum-
stances, multitasking and parallel processing may be advan-
tageous. Moreover, the separation of various system compo-
nents in the embodiments described above should not be
understood as requiring such separation in all embodiments,
and it should be understood that the described program com-
ponents and systems can generally be integrated together in a
single software product or packaged into multiple software
products.

Thus, particular embodiments of the subject matter have
been described. Other embodiments are within the scope of
the following claims. In some cases, the actions recited in the
claims can be performed in a different order and still achieve
desirable results. In addition, the processes depicted in the
accompanying figures do not necessarily require the particu-
lar order shown, or sequential order, to achieve desirable
results. In certain implementations, multitasking and parallel
processing may be advantageous.

What is claimed is:

1. A method performed by data processing apparatus, the
method comprising:

receiving data that specify a set of responsive resources for

a search request that was submitted by auser device, and
identification data indicating that the user device is a
user device of a first type;

determining, by a data processing apparatus and prior to

providing search results in response to the search
request, that a particular resource from the set of respon-
sive resources redirects the user device of the first type to
a different resource that is formatted for presentation on
the user device of the first type and is different than the
particular resource that was identified as responsive to
the search request, wherein the particular resource does
not redirect a user device of a second type that is differ-
ent from user devices of the first type to the different
resource;

in response to the determination and prior to providing the

search results in response to the search request, remov-
ing, by a data processing apparatus and from a search
result for the particular resource, a link that initiates a
request for the particular resource and replacing, in the
search result, the removed link with a different link that
initiates a request for the different resource in response
to user interaction with the search result for the particu-
lar resource such that the search result for the particular
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resource includes the different link to the different
resource and does not include the link to the particular
resource; and

providing, to the user device of the first type, a set of search

results responsive to the search request, the set of search
results including the search result for the particular
resource that includes the different link that initiates the
request for the different resource and that does not
include the removed link.

2. The method of claim 1, wherein determining that a
particular resource redirects the user device of the first type to
the different resource comprises:

determining that the user device of the first type is a mobile

device; and

determining that a resource request for the particular

resource from a mobile device will cause the mobile
device to be redirected.

3. The method of claim 2, wherein determining that the
particular resource will cause a mobile device to be redirected
comprises:

receiving redirect data specifying one or more resources

that have been identified as a redirect resource, a redirect
resource being a resource that will cause at least one user
device to request a different resource in response to a
resource request for the redirect resource;

determining that an identifier for the particular resource is

included in the redirect data; and

determining that the redirect data for the particular

resource indicate that the particular resource causes
mobile devices to be redirected to the different resource
in response to a request for the particular resource from
the mobile devices.

4. The method of claim 3, further comprising determining
that the redirect data for the particular resource indicate that
the particular resource does not cause non-mobile devices to
be redirected to the different resource in response to a
resource request for the particular resource from the non-
mobile devices.

5. The method of claim 4, further comprising:

receiving data that specify a search result for the particular

resource, the search result including a link to the par-
ticular resource;

determining that the search result is being provided to a

non-mobile device; and

providing the search result to the non-mobile device, the

search result including the link to the particular resource.

6. The method of claim 1, further comprising:

receiving, by the user device of the first type, the search

result for the particular resource;
determining, by the user device of the first type, that a user
interaction with the search result occurred; and

requesting, by the user device of the first type, the different
resource in response to the user interaction with the
search result.

7. The method of claim 1, further comprising:

determining that the user device of the first type is storing

a cookie for the particular resource, wherein determin-
ing that a particular resource will cause the user device
of the first type to be redirected to a different resource
comprises determining that the different resource is
selected based, at least in part, on information from the
cookie.

8. The method of claim 1, further comprising:

determining that language setting data received from the

user device of the first type specifies a particular lan-
guage for the user device of the first type, wherein deter-
mining that a particular resource will cause the user
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device of the first type to be redirected to a different
resource comprises determining that the different
resource is selected based, at least in part, on receiving,
from the user device of the first type, the language setting
data representing the particular language.

9. The method of claim 1, further comprising:

determining, by a data processing apparatus, that the set of

responsive resources includes a brand-based redirect
resource, the brand-based redirect resource being a
resource that causes a particular brand of user device to
be redirected to a brand-specific resource that is different
than the brand-based redirect resource;

determining that brand-based redirect data for the brand-

based redirect resource is not available for at least one
brand of user device; and

providing a search result for the brand-based redirect

resource to the user device of the first type, the search
result for the brand-based redirect resource including a
reference to the brand-based redirect resource.

10. The method of claim 1, further comprising:

determining, by a data processing apparatus, that the set of

responsive resources includes a language-based redirect
resource, the language-based redirect resource being a
resource that causes a user device having particular lan-
guage setting data to be redirected to a language-specific
resource that is different than the language-based redi-
rect resource;

determining that language-based redirect data for the lan-

guage-based redirect resource is not available for at least
one language setting; and

providing a search result for the language-based redirect

resource to the user device having particular language
setting data, the search result for the language-based
redirect resource including a reference to the language-
based redirect resource.

11. The method of claim 1, further comprising:

determining, by a data processing apparatus, that the set of

responsive resources includes a transient redirect
resource, the transient redirect resource being a resource
that causes the user device of the first type to be redi-
rected to a transient resource that is different than the
transient redirect resource; and

providing a search result for the transient redirect resource

to the user device of the first type, the search result for
the transient redirect resource not including a reference
to the transient resource.

12. A non-transitory computer storage medium encoded
with a computer program, the program comprising instruc-
tions that when executed by data processing apparatus cause
the data processing apparatus to perform operations compris-
ing:

receiving data that specify a set of responsive resources for

a search request that was submitted by auser device, and
identification data indicating that the user device is a
user device of a first type;

determining, prior to providing search results in response

to the search request, that a particular resource from the
set of responsive resources redirects the user device of
the first type to a different resource that is formatted for
presentation on the user device of the first type and is
different than the particular resource that was identified
as responsive to the search request, wherein the particu-
lar resource does not redirect a user device of a second
type that is different from user devices of the first type to
the different resource;

in response to the determination and prior to providing the

search results in response to the search request, remov-
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ing from a search result for the particular resource, a link
that initiates a request for the particular resource and
replacing, in the search result, the removed link with a
different link that initiates a request for the different
resource in response to user interaction with the search
result for the particular resource such that the search
result for the particular resource includes the different
link to the different resource and does not include the
link to the particular resource; and

providing, to the user device of the first type, a set of search

results responsive to the search request, the set of search
results including the search result for the particular
resource that includes the different link that initiates the
request for the different resource and that does not
include the removed link.

13. A system comprising:

a user device; and

one or more computers operable to interact with the user

device and to perform operations comprising:

receiving data that specify a set of responsive resources
for a search request that was submitted by a user
device, and identification data indicating that the user
device is a user device of a first type;

determining, prior to providing search results in
response to the search request, that a particular
resource from the set of responsive resources redirects
the user device of the first type to a different resource
that is formatted for presentation on the user device of
the first type and is different than the particular
resource that was identified as responsive to the
search request, wherein the particular resource does
not redirect a user device of a second type that is
different from user devices of the first type to the
different resource;

in response to the determination and prior to providing
the search results in response to the search request,
removing from a search result for the particular
resource, a link that initiates a request for the particu-
lar resource and replacing, in the search result, the
removed link with a different link that initiates a
request for the different resource in response to user
interaction with the search result for the particular
resource such that the search result for the particular
resource includes the different link to the different
resource and does not include the link to the particular
resource; and

providing, to the user device of the first type, a set of
search results responsive to the search request, the set
of search results including the search result for the
particular resource that includes the different link that
initiates the request for the different resource and that
does not include.

14. The system of claim 13, wherein determining that a
particular resource redirects the user device of the first type to
the different resource comprises:

determining that the user device of the first type is a mobile

device; and

determining that a resource request for the particular

resource from a mobile device will cause the mobile
device to be redirected.

15. The system of claim 14, wherein determining that the
particular resource will cause a mobile device to be redirected
comprises:

receiving redirect data specifying one or more resources

that have been identified as a redirect resource, a redirect
resource being a resource that will cause at least one user
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device to request a different resource in response to a
resource request for the redirect resource;

determining that an identifier for the particular resource is

included in the redirect data; and

determining that the redirect data for the particular

resource indicate that the particular resource causes
mobile devices to be redirected to the different resource
in response to a request for the particular resource from
the mobile devices.

16. The system of claim 15, wherein the one or more
computers are further operable to perform operations com-
prising determining that the redirect data for the particular
resource indicate that the particular resource does not cause
non-mobile devices to be redirected to the different resource
in response to a resource request for the particular resource
from the non-mobile devices.

17. The system of claim 16, wherein the one or more
computers are further operable to perform operations com-
prising:

receiving data that specify a search result for the particular

resource, the search result including a link to the par-
ticular resource;

determining that the search result is being provided to a

non-mobile device; and

providing the search result to the non-mobile device, the

search result including the link to the particular resource.

18. The system of claim 13, wherein the user device of the
first type is further operable to perform operations compris-
ing:

receiving the search result for the particular resource;

determining that a user interaction with the search result

occurred; and

requesting the different resource in response to the user

interaction with the search result.

19. The system of claim 13, wherein the one or more
computers are further operable to perform operations com-
prising:

determining that the user device of the first type is storing

a cookie for the particular resource, wherein determin-
ing that a particular resource will cause the user device
of the first type to be redirected to a different resource
comprises determining that the different resource is
selected based, at least in part, on information from the
cookie.

20. The system of claim 13, wherein the one or more
computers are further operable to perform operations com-
prising:

determining that language setting data received from the

user device of the first type specifies a particular lan-
guage for the user device of the first type, wherein deter-
mining that a particular resource will cause the user
device of the first type to be redirected to a different
resource comprises determining that the different
resource is selected based, at least in part, on receiving,
from the user device of the first type, the language setting
data representing the particular language.

21. The system of claim 13, wherein the one or more
computers are further operable to perform operations com-
prising:

determining that the set of responsive resources includes a

brand-based redirect resource, the brand-based redirect
resource being a resource that causes a particular brand
of user device to be redirected to a brand-specific
resource that is different than the brand-based redirect
resource;
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determining that brand-based redirect data for the brand-
based redirect resource is not available for at least one
brand of user device; and

providing a search result for the brand-based redirect

resource to the user device of the first type, the search
result for the brand-based redirect resource including a
reference to the brand-based redirect resource.

22. The system of claim 13, wherein the one or more
computers are further operable to perform operations com-
prising:

determining that the set of responsive resources includes a

language-based redirect resource, the language-based
redirect resource being a resource that causes a user
device having particular language setting data to be redi-
rected to a language-specific resource that is different
than the language-based redirect resource;

determining that language-based redirect data for the lan-

guage-based redirect resource is not available for at least
one language setting; and
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providing a search result for the language-based redirect
resource to the user device having particular language
setting data, the search result for the language-based
redirect resource including a reference to the language-
based redirect resource.

23. The system of claim 13, wherein the one or more
computers are further operable to perform operations com-
prising:

determining that the set of responsive resources includes a

transient redirect resource, the transient redirect
resource being a resource that causes a user device to be
redirected to a transient resource that is different than the
transient redirect resource; and

providing a search result for the transient redirect resource

to the user device of the first type, the search result for
the transient redirect resource not including a reference
to the transient resource.
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